
4ch 32ch 256ch 640ch 1000ch
MAX 200kHz

MAX 20kHz

MAX 0.5Hz

EDX-3000A

EDS-400A

PCD-400A

UCAM-550A MAX 50Hz

Sampling FrequencySpeed

Number of Ch1Hz
UCAM-60/65B

NTB-100A/201A
SME-30/100A

EDX-2000B

D I V I S I O ND I V I S I O NM A R K E T I N GM A R K E T I N GD I V I S I O NM A R K E T I N G

EDX-200A

NTB-500A

EDX-10A

MAX 4kHz

Meas of Ch 64ch/ unit  640ch (10units)Sampling Max 200kHz/32ch
64ch , 640ch (with 10 units)Max 200kHz/16ch

4ch , 32ch (with 8units)Max 100kHz/1ch
4ch , 16ch (with 4 units)Max 20kHz/4ch

8ch , 64ch (8台)Max 1kHz/8ch)
50ch , 1000ch (with 20units )Max 50Hz

30ch , 1000ch (Scanning )Max 0.6s/30ch

4ch , 396ch (99台)Scanning speed ：Max 2.0s1ch , 33ch (NTB 8台)Scanning speed ：Max 2.0s

4ch , 16ch (with 4units )Max 10kHz

EDX-100A MAX 100kHz32ch , 256ch (with 8units)Max 100kHz/1ch

Data Logger Product Line-upData Logger Product Line-up
:32ch , 256ch (8units )Max 100kHz/3ch


